A.K. WAUGH LTD.








2008-qc

14 Loanbank Quadrant

Govan, Glasgow G51 3HZ

T : +44 141 440 5775

F : +44 141 440 5702


TO ASSIST WITH YOUR ENQUIRY PLEASE READ THE FOLLOWING SPECIFICATION SHEET AND FILL IN THE DATA YOU HAVE AVAILABLE TO YOU. AS LONG AS THE REQUIRED INFORMATION IS PROVIDED WE CAN QUOTE YOUR EQUIPMENT BY RETURN.

Quotation for Electric In-Line Fuel Oil Heater

*Items marked are required

Duty

:
To raise / maintain the temperature of *

From

:
Storage Temperature 
: *
ºC

To

:
Final Temperature
: *
ºC (max. 150)

Oil Flow Rate
:
* litres per hour / gallons per hour

Oil W.P.
:
* bar.g. / psi.g.

Drawing No.
:
G.A. Drawing  tba

Heater Type
:


Rating

:
tba   kW @ 400v 3ph 50Hz supply / 240v 1ph 50Hz supply

Stages

:
tba

Watts Rating
:
tba w/cm2 on heated surface

No. Required
:
tba unit(s)

Construction
:
Standard High Pressure Seamless Mild Steel Shell




Separate Steel Tube Plate Assembly, removable for internal inspection or repair




Horizontal mounting only

Connections
:
Oil Inlet tba  PN16 / ANSI 




Oil Outlet tba PN16 / ANSI




1/2” BSP / 3/4” BSP for Relief Valve




1/2” BSP for Thermometer (Range 0-160 C)




1” BSP Drain




Finish

:
Lagged with mineral wool or similar, clad in steel / aluminium sheet

Painting
:
Hammer finish blue (Firwood Paints - Mayfair Blue) or to reasonable requirements. 




Otherwise at extra cost.

c/w

:
Mild Steel / Stainless Steel Heating Battery




tba x Removable Core Type Heating Elements

Deleted


tba x Control Thermostat, range to suit application




tba x Safety Thermostat, range 50-150 C




1 x Thermometer, range to suit application




Pressure Relief Valve, setting tba bar.g.

Price each
:
GBP  tba

Freight

:
GBP   tba

Delivery
:
tba working weeks from Order

Validity

:
tba days

Terms

:
 tba

Extra

:
n/a

Shipping Spec.
:
Individually crated 

Crate Weight
:
Approx. tba kg

Weight

:
tba kg approx. (Dry)




tba kg approx. (Wet)

A.K.Waugh Limited Standard Terms & Conditions Apply. E&OE.


